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LECTURE- 2 

TWO STROKE AND FOUR STROKE ENGINES, WORKING PRINCIPLES, 

APPLICATIONS - TYPES, POWER AND EFFICIENCY 

 

Heat engine is a machine for converting heat, developed by burning fuel into 

useful work. It can be said that heat engine is equipment which generates thermal 

energy and transforms it into mechanical energy.  

CLASSIFICATION OF HEAT ENGINES 

1.  Based on combustion of fuel: 

(i) External combustion engine  (ii) Internal combustion engine. 

External combustion engine 

 Here, the working medium, the steam, is generated in a boiler, located out side 

the engine and allowed in to the cylinder to operate the piston to do mechanical work. 

Internal combustion engine 

 In internal combustion engine, the combustion of fuel takes place inside the 

engine cylinder and heat is generated within the cylinder. This heat is added to the air 

inside the cylinder and thus the pressure of the air is increased tremendously. This high 

pressure air moves the piston which rotates the crank shaft and thus mechanical work is 

done 

2. Based on fuel used 

 1. Diesel engine 2. Petrol engine 3. Gas engine 

Diesel engine – Diesel is used as fuel 

Petrol engine – Petrol is used as fuel 

Gas engines – propane, butane or methane gases are used 

3.  Based ignition of fuel 

1. Spark ignition engine (Carburetor type  engines) 

2. Compression ignition engine ( injector type engines) 

Spark ignition engine – a mixture of air and fuel is drawn in to the engine cylinder. 

Ignition of fuel is done by using a spark plug. The spark plug produces a spark and 

ignites the air- fuel mixture. Such combustion is called constant volume combustion 

(C.V.C.). 

Compression ignition engine – In compression ignition engines air is compressed in to 

the engine cylinder,. Due to this the temperature of the compressed air rises to 700-900 

C. At this stage diesel is sprayed in to the cylinder in fine particles. Due to a very high 



temperature, the fuel gets ignited. This type of combustion is called constant pressure 

combustion (CP.C.) because the pressure inside the cylinder is almost constant when 

combustion is taking place. 

4. Based on working cycle 

1. Four stroke cycle engine - When the cycle is completed in two revolutions 

of the crankshaft, it is called four stroke cycle engine. 

2. Two stroke cycle engine. - When the cycle is completed in one revolution of 

the crankshaft, it is called  two stroke cycle engine 

 CONSTRUCTION OF AN IC ENGINE 

 I.C. engine converts the reciprocating motion of piston into rotary motion of the 

crankshaft by means of a connecting rod. The piston which reciprocating in the cylinder 

is very close fit in the cylinder. Rings are inserted in the circumferential grooves of the 

piston to prevent leakage of gases from sides of the piston. Usually a cylinder is bored in 

a cylinder block and a gasket, made of copper sheet or asbestos is inserted between the  

cylinder and the cylinder head to avoid ant leakage. The combustion space is provided 

at the top of the cylinder head where combustion takes place. The connecting rod 

connects the piston and the crankshaft. The end of the connecting rod connecting the 

piston is called small end. A pin called gudgeon pin or wrist pin is provided for 

connecting the piston and the connecting rod at the small end. . The other end of the 

connecting rod connecting the crank shaft is called big end. When piston is moved up 

and down, the motion is transmitted to the crank shaft by the connecting rod and the 

crank shaft makes rotary motion. The crankshaft rotates in main bearings which are 

fitted the crankcase. A flywheel is provided at one end of the crankshaft for smoothing 

the uneven torque produced by the engine. There is an oil sump at the bottom of the 

engine which contains lubricating oil for lubricating different parts of the engine.  

WORKING PRINCIPLE OF I.C. ENGINE/ FOUR STROKE CYCLE ENGINE / TWO 

STROKE CYCLE ENGINE 

 A mixture of fuel with correct amount of air is exploded in an engine cylinder 

which is closed at one end. As a result of this explosion, heat is released and this heat 

causes the pressure of the burning gases to increase. This pressure forces a close fitting 

piston to move down the cylinder. The movement of piston is transmitted to a crankshaft 

by a connecting rod so that the crankshaft rotates and turns a flywheel connected to it. 

Power is taken from the rotating crank shaft to do mechanical work. To obtain 

continuous rotation of the crankshaft the explosion has to be repeated continuously. 



Before the explosion to take place, the used gases are expelled from the cylinder, fresh 

charge of fuel and air are admitted in to the cylinder and the piston moved back to its 

starting position. The sequences of events taking place in an engine is called the 

working cycle of the engine. The sequence of events taking place inside the engine are 

as follows 

1. Admission of air or air-fuel mixture inside the engine cylinder ( suction ) 

2. Compression of the air or air fuel mixture inside the engine (compression) 

3. Injection of fuel in compressed air for ignition of the fuel or ignition of air-fuel 

mixture by an electric spark using a spark plug to produce thermal power 

inside the cylinder (power ) 

4. Removal of all the burnt gases from the cylinder to receive fresh charge ( 

exhaust) 

Note: Charge means admitting fresh air in to the cylinder in the case of compression  

           ignition engines ( diesel engines ) or admitting a mixture of air and fuel in to the  

           cylinder in the case of spark ignition engines. 

FOUR STROKE CYCLE ENGINE ( DIESEL/ PETROL ENGINE) 

 In four stroke cycle engines the four events namely suction, compression, power 

and exhaust take place inside the engine cylinder. The four events are completed in four 

strokes of the piston (two revolutions of the crank shaft). This engine has got valves for 

controlling the inlet of charge and outlet of exhaust gases. The opening and closing of 

the valve is controlled by cams, fitted on camshaft. The camshaft is driven by crankshaft 

with the help of suitable gears or chains. The camshaft runs at half the speed of the 

crankshaft. The events taking place in I.C. engine are as follows: 

 1. Suction stroke   2. Compression stroke 

 3. Power stroke   4. Exhaust stroke 

 



         

    Four stroke cycle engine 

 

 

Four stroke cycle engine 

Suction stroke 

 During suction stroke inlet valve opens and the piston moves downward. Only air 

or a mixture of air and fuel are drawn inside the cylinder. The exhaust valve remains in 

closed position during this stroke. The pressure in the engine cylinder is less than 

atmospheric pressure during this stroke (Fig. 1a) 



Compression stroke 

 During this stroke the piston moves upward. Both valves are in closed position. 

The charge taken in the cylinder is compressed by the upward movement of piston. If 

only air is compressed, as in case of diesel engine, diesel is injected at the end of the 

compression stroke and ignition of fuel takes place due to high pressure and 

temperature of the compressed air. If a mixture of air and fuel is compressed in the 

cylinder, as in case of petrol engine, the mixture is ignited by a spark plug.  

Power stroke 

 After ignition of fuel, tremendous amount of heat is generated, causing very high 

pressure in the cylinder which pushes the piston downward (Fig.1b). The downward 

movement of the piston at this instant is called power stroke. The connecting rod 

transmits the power from piston to the crank shaft and crank shaft rotates. Mechanical 

work can be taped at the rotating crank shaft. Both valves remain closed during power 

stroke. 

Exhaust stroke 

 During this stroke piston moves upward. Exhaust valve opens and exhaust gases 

go out through exhaust valves opening. All the burnt gases go out of the engine and the 

cylinder becomes ready to receive the fresh charge. During this stroke inlet valve 

remains closed (Fig.1d). 

 Thus it is found that out of four strokes, there is only one power stroke and three 

idle strokes in four stroke cycle engine. The power stroke supplies necessary 

momentum for useful work. 

TWO STROKE CYCLE ENGINE (PETROL ENGINE) 

 In two stroke cycle engines, the whole sequence of events i.e., suction, 

compression, power and exhaust are completed in two strokes of the piston i.e. one 

revolution of the crankshaft. There is no valve in this type of engine. Gas movement 

takes place through holes called ports in the cylinder. The crankcase of the engine is air 

tight in which the crankshaft rotates. 



 

 

 

 Two stroke cycle 

Upward stroke of the piston (Suction + Compression) 

 When the piston moves upward it covers two of the ports, the exhaust port and 

transfer port, which are normally almost opposite to each other. This traps the charge of 

air- fuel mixture drawn already in to the cylinder. Further upward movement of the piston 

compresses the charge and also uncovers the suction port. Now fresh mixture is drawn 

through this port into the crankcase. Just before the end of this stroke, the mixture in the 



cylinder is ignited by a spark plug (Fig 2 c &d). Thus, during this stroke both suction and 

compression events are completed. 

Downward stroke (Power + Exhaust) 

 Burning of the fuel rises the temperature and pressure of the gases which forces 

the piston to move down the cylinder. When the piston moves down, it closes the suction 

port, trapping the fresh charge drawn into the crankcase during the previous upward 

stroke. Further downward movement of the piston uncovers first the exhaust port and 

then the transfer port. Now fresh charge in the crankcase moves in to the cylinder 

through the transfer port driving out the burnt gases through the exhaust port. Special 

shaped piston crown deflect the incoming mixture up around the cylinder so that it can 

help in driving out the exhaust gases . During the downward stroke of the piston power 

and exhaust events are completed.  

COMPARISON BETWEEN TWO STROKE AND FOUR STROKE ENGINES 

Four stroke engine Two stroke engine 

1. One power stroke for every two 

revolutions of the crankshaft. 

One power stroke for each revolution of 

the crankshaft. 

2. There are inlet and exhaust valves in 

the engine. 

There are inlet and exhaust ports instead 

of valves. 

3. Crankcase is not fully closed and air 

tight. 
Crankcase is fully closed and air tight. 

4. Top of the piston compresses the 

charge. 

Both sides of the piston compress the 

charge. 

5. Size of the flywheel is comparatively 

larger. 

Size of the flywheel is comparatively 

smaller. 

6. Fuel is fully consumed. Fuel is not fully consumed. 

7. Weight of engine per hp is high. 
Weight of engine per hp is comparatively 

low. 

8. Thermal efficiency is high. Thermal efficiency is comparatively low. 

9. Removal or exhaust gases easy. 
Removal of exhaust gases comparatively 

difficult. 

10. Torque produced is even. Torque produced is less even. 

11. For a given weight, engine would give 

only half the power of two stroke 

For same weight, two stroke engine gives 

twice the power that of four stroke engine. 



engine. 

12. All types of speed are possible (high 

and low). 
Mostly high speed engines are there. 

13. It can be operated in one direction 

only. 

It can be operated in both direction 

(clockwise and counter clockwise). 

 

WORKING PRINCIPLE OF DIESEL ENGINE 

 The basic components of diesel engine are cylinder, piston, injector, valves, 

connecting rod and crankshaft. In diesel engines only  air is drawn into the cylinder. The 

engine has high compression ratio hence the air in the cylinder attains very high 

temperature and pressure at the end of the compression stroke. At the end of the 

compression stroke, the fuel is sprayed into the cylinder in atomized form using injectors. 

Due to high temperature, the fuel gets ignited, begins to burn and produce lot of heat. 

Due to the heat the gases expand, move the piston downward and rotate the crank 

shaft. The torque available at the rotating crank shaft is used to do any mechanical work 

Special features of diesel engine 

1) Engine has high compression ratio ranging from 14:1 to 22:1. 

2) During compression stroke, the engine attains high pressure ranging from 30 to 45 

kg/cm2 and high temperature of about 500°C. 

3) At the end of the compression stroke, fuel is injected into the cylinder through 

injectors (atomizers) at a very high pressure ranging from 120 to 200 kg/cm2. 

4) Ignition takes place due to heat of compression only. 

5) There is no external spark in diesel engine. 

6) Diesel engine has better slogging or lugging ability i.e. it maintains higher torque for 

a longer duration of time at a lower speed. 

COMPARISON OF DIESEL ENGINE WITH PETROL ENGINE 

Diesel engine petrol engine 

i) It has got no carburetor, ignition coil and 

spark plug. 

It has got carburetor, ignition coil & spark 

plug. 

ii) Its compression ratio varies from 14:1 to 

22:1 

Its compression ratio varies from 5:1 to 

8:1. 

iii) It uses diesel oil as fuel. 
It uses petrol (gasoline) or power kerosine 

as fuel. 



iv) Only air is sucked in cylinder in suction 

stroke. 

Mixture of fuel and air is sucked in the 

cylinder in suction stroke. 

v) It has got ‘fuel injection pump’ and 

injector 

It has got no fuel injection pump and 

injector, instead it has got carburetor and 

ignition coil. 

vi) Fuel is injected in combustion chamber 

where burning of fuel takes places due 

to heat of compression.  

Air fuel mixture is compressed in the 

combustion chamber when it is ignited by 

an electric spark. 

vii) Thermal efficiency varies from 32 to 

38% 
Thermal efficiency varies from 25 to 32% 

viii) Engine weight per horse-power is high. 
Engine weight per horsepower is 

comparatively low. 

ix) Operating cost is low. Operating cost is high. 

x) Compression pressure inside the 

cylinder varies from 35 to 45 kg/cm2 and 

temperature is about 500°C. 

Compression pressure varies from 6 to 10 

kg/cm2
 and temperature is above 260°C. 

 

ENGINE COMPONENTS 

 Internal combustion engine consists of a number of parts which are given below : 

i) Cylinder: It is a part of the engine which confines the expanding gases and forms the 

combustion space. It is the basic part of the engine. It provides space in which piston 

operates to suck the air or air-fuel mixture. The piston compresses the charge and the 

gas is allowed to expand in the cylinder, transmitting power for useful work. Cylinders 

are usually made of high grade cast iron. 

ii) Cylinder block: It is the solid casting body which includes the cylinder and water 

jackets (cooling fins in the air cooled engines). 

iii) Cylinder head: It is a detachable portion of an engine which covers the cylinder and 

includes the combustion chamber, spark plugs or injector and valves. 

iv) Cylinder liner or sleeve: It is a cylindrical lining either wet or dry type which is 

inserted in the cylinder block in which the piston slides. Liners are classified as : (1) Dry 

liner and (2) Wet liner. 

Dry liner makes metal to metal contact with the cylinder block casing.  wet liners 

come in contact with the cooling water, whereas dry liners do not come in contact with 

the cooling water. 



v) Piston: It is a cylindrical part closed at one end which maintains a close sliding fit in 

the engine cylinder. It is connected to the connecting rod by a piston pin. The force of 

the expanding gases against the closed end of the piston, forces the piston down in the 

cylinder. This causes the connecting rod to rotate the crankshaft (Fig 3). Cast iron is 

chosen due to its high compressive strength. Aluminum and its alloys preferred mainly 

due to it lightness. 

 

Engine components 

 

Head (Crown) of piston: It is the top of the piston. 

Skirt: It is that portion of the piston below the piston pin which is designed to 

adsorb the side movements of the piston.  

vi) Piston ring: It is a split expansion ring, placed in the groove of the piston. They are 

usually made of cast iron or pressed steel alloy (Fig.3). The function of the ring are as 

follows : 



a) It forms a gas tight combustion chamber for all positions of piston. 

b) It reduces contact area between cylinder wall and piston wall preventing 

friction losses and excessive wear. 

c) It controls the cylinder lubrication. 

d) It transmits the heat away from the piston to the cylinder walls.  

Piston rings are of two types: (1) Compression ring and (2) Oil ring 

vii) Compression ring  

Compression rings are usually plain, single piece and are always placed in the 

grooves of the piston nearest to the piston head. They prevent leakage of gases from 

the cylinder and helps increasing compression pressure inside the cylinder.   

Oil ring: Oil rings are grooved or slotted and are located either in lowest groove above 

the piston pin or in a groove above the piston skirt. They control the distribution of 

lubrication oil in the cylinder and the piston. 

 Piston Pin: It is also called wrist pin or gudgeon pin. Piston pin is used to join the 

connecting rod to the piston.  

viii) Connecting rod: It is special type of rod, one end of which is attached to the piston 

and the other end to the crankshaft (Fig.3). It transmits the power of combustion to the 

crankshaft and makes it rotate continuously. It is usually made of drop forged steel. 

ix) Crankshaft: It is the main shaft of an engine which converts the reciprocating motion 

of the piston into rotary motion of the flywheel (Fig.3). Usually the crankshaft is made of 

drop forged steel or cast steel. The space that supports the crankshaft in the cylinder 

block is called main journal, whereas the part to which connecting rod is attached is 

known as crank journal. Crankshaft is provided with counter weights throughout its 

length to have counter balance of the unit.  

x) Flywheel: Flywheel is made of cast iron. Its main functions are as follows : 

a) It stores energy during power stroke and returns back the energy during the 

idle strokes, providing a uniform rotary motion of flywheel. 

b) The rear surface of the flywheel serves as one of the pressure surfaces for 

the clutch plate. 

c) Engine timing marks are usually stamped on the flywheel, which helps in 

adjusting the timing of the engine. 

d) Sometime the flywheel serves the purpose of a pulley for transmitting power. 

xi) Crankcase: The crankcase is that part of the engine which supports and encloses 

the crankshaft and camshaft. It provides a reservoir for the lubricating oil. It also 



serves as a mounting unit for such accessories as the oil pump, oil filter,, starting 

motor and ignition components. The upper portion of the crankcase is usually 

integral with cylinder block. The lower part of the crankcase is commonly called oil 

pan and is usually made of cast iron or cast aluminum 

xii) Camshaft: It is a shaft which raises and lowers the inlet and exhaust valves at 

proper times. Camshaft is driven by crankshaft by means of gears, chains or 

sprockets (Fig3). The speed of the camshaft is exactly half the speed of the 

crankshaft in four stroke engine. Camshaft operates the ignition timing mechanism, 

lubricating oil pump and fuel pump. It is mounted in the crankcase, parallel to the 

crankshaft. 

xiii) Timing gear: Timing gear is a combination of gears, one gear of which is mounted 

at one end of the camshaft and the other gear at the crankshaft. Camshaft gear (fig.

 ) is bigger in size than that of the crankshaft gear and it has twice as many teeth as 

that of the crankshaft gear. For this reason, this gear is commonly called half time 

gear. Timing gear controls the timing of ignition, timing of opening and closing of 

valve as well as fuel injection timing. 

xiv) Inlet manifold: It is that part of the engine through which air or air-fuel mixture 

enters into the engine cylinder. It is fitted by the side of the cylinder head. 

xv) Exhaust manifold: It is that part of the engine through which exhaust gases go out 

of the engine cylinder. It is capable of withstanding high temperature of burnt gases. 

It is fitted by the side of the cylinder head. 

xiv) Top dead centre - When the piston is at the top of its stroke, it is said to be at the 

top dead centre (TDC),  

xv) Bottom dead centre - when the piston is at the bottom of its stroke, it is said to be 

at its bottom dead centre (BDC). 

 In two stroke cycle engine both the sides of the piston are effective which is not 

the case in four stroke cycle engine. 

xvi) Scavenging 

 The process of removal of burnt or exhaust gases from the engine cylinder is 

known as scavenging. Entire burnt gases do not go out in normal stroke, hence some 

type of blower or compressor is used to remove the exhaust gases in two stroke cycle 

engine. 

TERMINOLOGY CONNECTED WITH ENGINE POWER 

Bore- Bore is the diameter of the engine cylinder. 



Stroke - It is the linear distance traveled by the piston from Top dead centre (TDC) to 

Bottom dead centre (BDC). 

Stroke-bore ratio -The ratio of length of stroke (L) and diameter of bore (D) of the 

cylinder is called stroke-bore ratio (L/D). In general, this ratio varies between 1 to 1.45 

and for tractor engines, this ratio is about 1.25. 

Swept volume - It is the volume (A x L) displaced by one stroke of the piston where A is 

the cross sectional area of piston and L is the length of stroke (Fig.4). 

 

Bore and stroke of IC engine 

Compression ratio - It is the ratio of the volume of the cylinder  at the beginning of the 

compression stroke to that at the end of compression stroke, i.e. ratio of total cylinder 

volume to clearance volume. 

 The Compression ratio of diesel engine varies from 14:1 to 22:1 and that of 

carburetor type engine (spark ignition engine) varies from 4:1 to 8:1. 

Power - It is the rate of doing work. S.I. unit of power is watt. 

 Watt = Joule/sec. (4.2 Joules = 1 Calorie). 

 In metric unit the power can be expressed in kg.m/sec. 

Horse power (HP) - It is the rate of doing work. Expressed in horse power 

Conversion factors from work to power 

4500 kg m of work /minute = 1.0 hp 

 75 kg. m of work    /second = 1.0 hp. 

Indicated horse power (IHP) - It is the power generated in the engine cylinder and 

received by the piston. It is the power developed in a cylinder without accounting 

frictional losses. 

    PLAN           n 

   IHP = ---------    x  ---  (for four stroke engine) 

    4500           2 



 

    PLAN       

   IHP = --------- x n (for two stroke engine) 

    4500     

 Where P = mean effective pressure, kg/cm2 

  L = stroke length, m 

  A = cross sectional area of piston, cm2 

  N = engine revolution per minute 

  n = number of cylinders 

 In SI unit, indicated horse power is given as below: 

 

      PLAN         n    

Indicated horse power (IHP), kW = ------------- x ---- (for four strike engine) 

      60 x 1012     2 

 

     PLAN           

 Indicated power (ip), kW = ------------- x n (for two strike engine) 

     60 x 1012     

 

 where P = mean effective pressure, Pa (pascal) 

  L = length of stroke, mm 

  A = area of piston, mm2 

  N = speed, RPM 

Brake horse power (BHP) - It is the power delivered by the engine at the end of the 

crankshaft. It is measured by a dynamometer. 

 

    2ΠNT 

 BHP = ----------- hp 

   4500 

    where T = Torque in kg.m 

  N = speed, RPM 

Belt horse power - It is the power of the engine measured at a pulley receiving drive 

from the PTO shaft of the tractor. 



Power take-off horse power (PTO HP) - It is the power delivered by a tractor through 

its PTO shaft. In general, the belt and PTO horse power of a tractor will approximately 

be the same. The PTO hp is around 80-85% 0f tractor engine power 

Drawbar horse power (DBHP) - It is the power of a tractor measured at the drawbar of 

a tractor. It is that power which is available for pulling loads. It is around 50-55 % of 

engine power 

Frictional horse power (FHP) - It is the power required to run the engine at a given 

speed without producing any useful work. It represents the friction and pumping losses 

of an engine. 

   IHP = BHP + FHP 

 

MODEL QUESTIONS  

1. List the advantages of diesel engine 

2. Mention the basic components of an IC Engine 

3. List the types of engine classification 

4. Mention the four strokes  of IC engine with a neat sketch and explain their role 

5. Differentiate  petrol and diesel engine 

6. Mention merits and demerits of different farm power sources. 

7. Differentiate IHP and BHP 

8. Write about the working of four stroke cycle engine 

9. Write about the working of two stroke cycle engine 

10. Compare four stroke cycle engine with two stroke cycle engine 

11. Compare spark ignition  engine with compression engine 
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MODULE 3 

 

Power transmission devices 

Belt: 
 Belt is used to transmit power due to friction between the belt and pulley. 

 TYPES OF BELT 

 

 
 The flat belt is rectangular in cross-section as shown in Figure (a). The pulley for this belt is 
slightly crowned to prevent slip of the belt to one side. It utilises the friction between the flat 
surface of the belt and pulley.  
The V-belt is trapezoidal in section as shown in Figure (b). It utilizes the force of friction between 

the inclined sides of the belt and pulley. They are preferred when distance is comparative shorter. 

Several V-belts can also be used together if power transmitted is more. 

Types of Belt Drives: 
In a two pulley system, depending upon the direction the belt drives the pulley, the belt drives are 

divided into two types. They are open belt drive and crossed belt drive. The two types of belt drives are 

discussed below  

Open belt drives : 
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An open belt drive is used to rotate the driven pulley in the same direction of driving pulley. In the 

motion of belt drive, power transmission results make one side of pulley more tightened compared to 

the other side. In horizontal drives, tightened side is always kept on the lower side of two pulleys 

because the sag of the upper side slightly increases the angle of folding of the belt on the two pulleys. 

Crossed belt drives : 

                                 

In case of cross belt drive, the pulleys rotate in the opposite direction. The angle of contact of belt on both 

the pulleys is equal. This drive is shown in Figure. As shown in the figure, the belt has to bend in two 

different planes. As a result of this, belt wears very fast and therefore, this type of drive is not preferred for 

power transmission. This can be used for transmission of speed at low power. 

Advantages of belt drives: 
▪ Belt drives are simple are economical. 

▪ They don’t require parallel shafts. 

▪ Noise and vibration are damped out. Machinery life is increased because load 

fluctuations are shock-absorbed. 

▪ They are lubrication-free. They require less maintenance cost. 

▪ Belt drives are highly efficient in use (up to 98%, usually 95%). 

▪ They are very economical when the distance between shafts is very large. 

Disadvantages of belt drives: 
• It can not useed for short distance of two shaft 

• We can not use it for large load and high speed  
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• Possibility of falling out from pulley. 

• Complicated drive for nan parallel shaft  

Application of belt drive: 
• It is used in floor and grinding mills 

• When motor or engine away from each other  

• Pulley drive for lathe machine 

 

 

 

 

 

 

ROPE DRIVE 
Rope drive is used where a large amount of power is needed to transfer for a long distance (more than 8m). 
The rope runs over a grooved pulley.  
TYPES OF ROPE  
(a)Fiber Rope and  
(b)Wire Rope.  

Fiber ropes  

              These ropes can use at a distance up to 60m. Fiber ropes are commonly made of hemp, manila, or 

cotton. The ropes made from hemp and manila are not flexible and have inferior mechanical properties 

compared to the cotton. In order to occlude moving of fibers during bending and thus protect it from wear, 

manila and hemp belt are lubricated with tar or graphite. It also makes rope waterproof.Cotton ropes are 

smooth and flexible, so the lubrication is not necessary. It may lubricate to reduce the wear. 

Wire ropes 
They used for power transmission over a large distance (they can transmit power over 150m). These are 
usually employed in an elevator and cranes. The wire ropes are made from twisting steel wires.  

Advantages of the rope drive  
• Significant power transmission.  
• It can be used for long distance.  
• Ropes are strong and flexible.  
• Provides smooth and quiet operation.  
• It can run any direction.  
• Low-cost and economic.  
• Precise alignment of the shaft not required.  

 

Disadvantages of the rope drive  
• Internal failure of the rope has no sign on external, so it if often get unnoticed.  
• Corrosion of wire rope.  
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GEAR DRIVES 

❖ Gears are defined as toothed wheels, which transmits power and motion from one shaft to 

another due to the successive engagement of teeth. 

❖ Gear is useed when  the distance between the driver and follower is very small. 

❖ It can be used for desired speed and direction of rotation. 

Application of gear: 

• Watches,clocks 

• Measuring instruments 

• cars,bikes 

• toys 

Types of gear: 

• Parallel  

❖ Spur 

❖ Helical 

❖ Rack and Pinion 

• Intersecting 

❖ Bevel Gear  

• Non intersecting 

❖ Worm and worm wheel 

 

Spur Gears: 

• Used in transmitting torque between parallel shafts  

• Simplest type 

• Teeth are cut parallel to shaft axis 

• Easy to manufacture 
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         (Spur gear)                                                          Helical Gear 

 

 

Helical Gear 

• Used in transmitting torque between parallel shafts 

• Teeth are cut at an angle with the shaft axis 

• Helical gears can be meshed in parallel or crossed orientations.  

• The angled teeth engage more gradually than spur gear teeth,  

• causing them to run more smoothly and quietly 

Bevel Gears 

• Used to transmit rotary motion between intersecting shafts 

• Tooth-bearing faces of the gears are conically shaped 

• Bevel gears are most often mounted on shafts that are   90 degrees apart, but can 

be designed to work at other  angles as well. 

• The pitch surface of  bevel gears is a cone  
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Advantages of gear drive: 

• It is useful for power transmission at short distance 

• We can obtained  desired speed and direction of rotation. 

• Power can be transmitted for parallel,non parallel,intersecting or inintersecting shaft. 

• It has no slip 

• It gives smoot and noise less operation. 

• It is strong and durable. 
• It can be used to transmit a very large power.  

Disadvantages of gear drive: 

• It can not be used for long distance between shaft 

• It should be well lubricated 

• It is very costly 

• Manufacturing is time consuming compare to chain drive and belt drive. 
• If the error in cutting teeth then it will cause a vibrations and noise during the operation.  

 
 
 
 
 
 

-:Coupling:- 

 

A coupling is a device used to connect or couple two shafts.  

Shafts are mostly available up to 7 meters length due to transport difficulty. To get a greater 

length , it is necessary to joint two or more pieces of the shaft using coupling. 

 

Shaft coupling are used in machinery for following purposes: 

1) To connect shafts of motor and generator which are manufactured separately and to provide for 

disconnection for repairs or alternations. 

2) To reduce the transmission of shock loads from one shaft to another. 

3) To allow misalignment of the shaft or to introduce mechanical flexibility. 

4) To introduce protection against overloads. 

Types of coupling: 

• Rigid coupling 

• Sleeve or muff coupling 

• Flange coupling 

• Unprotected type 

• Protected type 

• Flexiblecoupling 

• blushed pin type flange coupling 

• universal coupling 
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• Oldham coupling 

 

1-Sleeve or muff coupling 

•  It is made from cast iron and very simple to design and    manufacture.  

• It consists of a hollow cylinder whose inner   diameter is the same as diameter of the shaft. 

• The hollow cylinder is fitted over the end of the two shafts with the help of taper sunk key. 

• A key and sleeve useful to transmit power from one shaft to the other shaft. 

• The main disadvantage of this coupling is that it is difficult to assemble when there is no perfect 

alignment between shafts. 

2-Flange coupling 

 This coupling is having two separate cast iron flanges. 

 Each flange is mounted on the shaft end and keyed to it. 

 This coupling prevent catching clothes of workman. 

 This flange couplings is most accurate and rigid. 

 It is used for heavy power transmission at low speed.  

3-Blushed pin type flange coupling: 

 This is modified form of protected type flange coupling.  

 This type of coupling has a pins and it work as a coupling bolts. 

 The rubber or leather bushes are used over the pins. 

 This coupling is used to connect of shafts which having the small parallel misalignment, angular 

misalignment and axial displacement. 

 This type of coupling is mostly used to couple an electric motor and machine.  

Advantages of coupling: 

1. It s is  easy to connect or disconnect. 

2. It  transmit the full power from one shaft to the other shaft without losses. 

3. It hold the shafts in perfect alignment. 

4. It reduce the transmission of shock loads fromone shaft to another shaft. 

Disadvantages of coupling: 

• If misaligning of the shaft occur then , it is very difficult to attaching a couple. 

• Coupling shaft can vibrate during  rotation. 

• All types of coupling can loosen over their work life. 

Clutches 
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•   Clutches is used to transmit the power from driving shaft to driven shaft of machine which may 

be required to start or stop frequently. 

• It is so designed that the two members may be engaged or disengaged whenever required either 

by a hand operated device or automatically by the action of some power driven devices.  

Application of clutch: 

Bike,bus truck,car 

Friction Clutches : 

A friction clutch transmits power by virtue of friction developed between contacting surface. The friction 

surface is typically flat and perpendicular to the axis of rotation. Two or more surface is pressed together 

by using compression spring. The friction force is used to bring the driven shaft to the proper speed 

gradually without excessive slipping. 

Advantages of friction clutch 

1. Smooth engagement and minimum shock during the engagement. 

2. Friction clutch can be engaged and disengaged when the machine is running since they have no jaw or 

teeth. 

3. Easy to operate. 

4. They are capable of transmitting partial power. 

5. Friction clutch can act as a safety device. They slip when the torque exceeds a safe value, thus 

safeguards the machine. 

6. Frequent engagement and disengagement is possible. 

Disadvantages of friction clutch 

Engagement of clutch is not possible at high speed. 

While starting some relative motion is required to engage. 

Single-plate Friction Clutch : 
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Brakes 

• A brake is a mechanical device which produces frictional resistance against moving machine 

member, in order to slow down the motion of machine. 

•  In the process of  performing this function, the brake absorbs kinetic energy of moving member 

and the brake absorbs potential energy of lowering member. 

• The energy absorbed by brakes is released to surrounding in form of heat.  

There are two main function of brakes 

1-slown down or stop the vehicle in the shortest possible time. 

2-to control speed of vichle at turns and driving down on a hill slope. 

Uses: Automobiles,train,elevators etc 

CLASSIFICATION OF BRAKES 

On the Basis of Method of Actuation 

http://www.engineersgallery.com/braking-system-classification-application-advantages-disadvantages/
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(a) Foot brake (also called service brake) operated by foot pedal 

In the Automobile Engineering a brake operated by applying pressure to a foot pedal then it is calledfoot 

brake. 

(b) Hand brake – it is also called parking brake operated by hand 

Parking brakes or emergency brakes are essentially mechanical brakes operated by hand. These are used 

to prevent the motion of vehicle when parked at a place or when parked on slopes. In cars, these brakes 

are generally attached to rear wheels. In this type, a cable connects the hand lever to the brake. Brakes 

are applied by pulling the lever and released by pushing a button (provided on lever) and pressing the 

lever down. 

On the Basis of Mode of Operation 

(a) Mechanical brakes 

Internal expanding shoe brakes are most commonly used in automobiles. In an automobile, the wheel is 

fitted on a wheel drum. The brake shoes come in contact with inner surface of this drum to apply brakes. 

(b) Hydraulic brakes 

The brakes which are actuated by the hydraulic pressure (pressure of a fluid) are called hydraulic 

brakes. Hydraulic brakes are commonly used in the automobiles. 

(c) Air brakes 

Air brakes are applied by the pressure of compressed air. Air pressure applies force on brakes shoes 

through suitable linkages to operate brakes. An air compressor is used to compress air. This compressor 

is run by engine power. 

(d) Vacuum brakes 

Vacuum brakes are a piston or a diaphragm operating in a cylinder. For application of brakes one side of 

piston is subjected to atmospheric pressure while the other is applied vacuum by exhausting air from 

this side. A force acts on the piston due to difference of pressure. This force is used to operate brake 

through suitable linkages. 

(e) Electric brakes 

In electrical brakes an electromagnet is used to actuate a cam to expand the brake shoes. The 

electromagnet is energized by the current flowing from the battery. When flow of current is stopped the 

cam and brake shoes return to their original position and brakes are disengaged. Electric brakes are not 

used in automobiles as service brakes. 

On the Basis of Action on Front or Rear Wheels 

http://www.engineersgallery.com/foot-brake/
http://www.engineersgallery.com/foot-brake/
http://www.engineersgallery.com/foot-brake/
http://www.engineersgallery.com/hand-brake/
http://www.engineersgallery.com/hand-brake/
http://www.engineersgallery.com/hand-brake/
http://www.engineersgallery.com/hand-brake/
http://www.engineersgallery.com/mechanical-brake/
http://www.engineersgallery.com/hydraulic-brake/
http://www.engineersgallery.com/hydraulic-brake/
http://www.engineersgallery.com/hydraulic-brake/
http://www.engineersgallery.com/hydraulic-brake/
http://www.engineersgallery.com/air-brake/
http://www.engineersgallery.com/air-brake/
http://www.engineersgallery.com/vacuum-brake/
http://www.engineersgallery.com/vacuum-brake/
http://www.engineersgallery.com/electric-brakes/
http://www.engineersgallery.com/electric-brakes/
http://www.engineersgallery.com/electric-brakes/
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(a) Front-wheel brakes 

Disc Brake is mostly usage in Front Wheel Brakes. 

(b) Rear-wheel brakes 

Drum Brake is usage in Rear Wheel Brakes. 

On the Basis of Method of Application of Braking Contact 

(a) Internally – expanding brakes 

(b) Externally – contracting brakes 

Internal expanding shoe brake  

 An internal expanding shoe brake consists of two shoes. 

 The outer surface of the shoes are covered with friction material. 

 Each shoe is pivoted at one end about a fixed fulcrum and other end rests against cam. 

 When the cam is operated, the shoe are pushed outwards against brake drum. 

 The friction between the shoes and the drum produces the braking torque. 

 This type of brake is commonly used in motor cars and light trucks.  

 

Application of Brakes 

When brake pedal is pressed to apply the brakes, the piston in the master cylinder forces the brake fluid. 

This increases the pressure of fluid. This pressure is transmitted in all the pipes and upto all wheel 

cylinders according to Pascal’s law. This increased pressure forces out the two pistons in the wheel 

cylinders. These pistons are connected to brake shoes. So, the brake shoes expand out against brake 

drums. Due to friction between brake linings and drum, wheels slow down and brakes are applied. 

ADVANTAGES OF INTERNAL EXPANDING BRAKE :- 

http://www.engineersgallery.com/mechanical-brake/
http://www.engineersgallery.com/mechanical-brake/
http://www.engineersgallery.com/internal-expanding-break/
http://www.engineersgallery.com/external-contracting-break/
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(i) It has simple construction with small number of parts. It is cheaper compared with other types of 

brakes. 

(ii) It is more reliable due to small number of parts. 

(iii) It requires little maintenance. 

(iv) In an internal expanding brake, a small actuating force can produce a large braking torque. 
 

Disadvantages: 

It has relatively poor heat dissipating capacity. 

It becomes self locking due to wear if not properly design. 
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Fig-1-muff couplings 

 

 


























